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KANDOIite® Product Series Datasheet

LED Signal T16
BA15d-85V-2700K
1.2W

Features

- Train signal N

- Suitable for flashing signals g -

- Constant current design to adapt to voltage range of 55- 85Vdc
with no light level change

- Driver circuit specially incorporated a 30K resistor for smooth
flashing application

Diagrams

Dimensions:
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Standards

CE€ Rons,

Applications

2

Train

Technical Data

EN55015, EN61547, EN61000-3-2, EN61000-3-3

Electrical

Rated Wattage [W] 1.2W

Rated Voltage to operate between [V/Hz] 55V to 85Vdc
Input Current [mA] Constant at 55-85Vdc
LED SMD2835x 16
Performance

SDCM <6
Chromaticity coordinates [x, y] 0.463, 0.42@2700K
Color Rendering Index [Ra] >80

Beam Angle [°] 360

Rated Life, Ta@25°C [years] 5

Lamp Survival Factor at 6000hrs >0.9

Lumen Maintenance at 6000hrs >0.8
Mechanical

Diameter D [mm] ®16

Height H [mm] 38

Base BA15d
Standard Compliance

CE-LVD EN62560
CE-EMC

CE-EMF EN62493
Environment RoHS

Mercury Content [mg] 0.0

Other

Dimmable [Y/N] N

Operation Temperature -20°C ~ 50°C
Storage Temperature -10°C ~ 30°C
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